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ANWENDUNGSHINWEIS | APPLICATION NOTE

CLASSIC THULUR UT 10W-30 FE 

VORTEILE | ADVANTAGES

Einsatz als Motor-, Getriebe- und Hydrauliköl in Bau- 
und Off-Highway-Maschinen 
 
Geeignet für manuelle Schalt- und Powershiftgetrie-
be sowie Hydraulikanlagen 
 
Ganzjährig einsetzbar durch hohen Viskositätsindex

CLASSIC THULUR UT 10W-30 FE ist ein Low-SAPS-Multifunktionsschmierstoff mit kraftstoffsparenden Eigen-
schaften für Bau-, Erdbewegungs-, Forst- und Miningmaschinen. Das Produkt kann als Motoröl, Getriebeöl und 
Hydraulikfluid eingesetzt werden und ist besonders geeignet für moderne Dieselmotoren mit Abgasstufe US 

Tier 4 Final oder EU Stage V.

CLASSIC THULUR UT 10W-30 FE is a low-SAPS multifunction lubricant with fuel-saving properties for construc-
tion, earthmoving, forestry and mining equipment. It can be used as an engine oil, transmission oil and hy-
draulic fluid, and is especially suited for modern diesel engines meeting US Tier 4 Final or EU Stage V emission 

standards.

  
Can be used as engine, transmission and hydraulic oil 
in construction and off-highway machines 
 
Suitable for manual and powershift transmissions as 
well as hydraulic systems 
 
Works year-round thanks to its high viscosity index

Reduziert Lagerkosten durch Einsatz eines Multifunk-
tionsschmierstoffs 
 
Kraftstoffeinsparung durch Fuel-Economy-Technologie 
 
Hoher Verschleißschutz und gute Oxidationsbestän-
digkeit

Reduces inventory costs because one oil covers mul-
tiple applications 
 
Fuel economy technology helps lower fuel consump-
tion 
 
Strong wear protection and good oxidation stability
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*sind Durchschnittswerte und können im Rahmen der Norm schwanken
*are average values and may vary within the normal range
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TECHNISCHE DATEN | TYPICAL CHARACTERISTICS

Kennwert/ characteristic value Einheit/Unit Messwerte/ measured values*

Viskosität/Viscosity 40 °C mm2/s 78,2

Viskosität/Viscosity 100 °C mm2/s 11,8

Viskositätsindex / VI  145

Pourpoint °C -42

Flammpunkt / Flash point °C 225

Sulfatasche / Sulfated Ash % 0,97

CLASSIC THULUR UT 10W-30 FE

SPEZIFIKATIONEN | SPECIFICATIONS                                               

EMPFEHLUNGEN | RECOMMENDATIONS

				    Aus Motorenöl:		  Aus Getriebeöl: 
				    ACEA E7			   API GL-4
				    ACEA E8
				    ACEA E11
				    API CK-4			   Aus Hydrauliköl:
				    API CJ-4			   DIN 51524-3: HVLP-D
				    API CI-4+	 I		  ISO VG 46
				    API CH-4
				    API SL
				    SAE 10W
				    SAE 30
J				    JASO DH-2
 

 
 
 

 

 

			   CUMMINS CES 20086			   KOMATSU CLUTCH TEST
			   DTFR 15C110					     ALLISON TES 439
			   DTFR 15C120					     ALLISON C4
			   DETROIT DIESEL DFS 93K222		  ZF TE-ML 07D
			   MACK EOS 4.5				    DEUTZ TTCD
			   MAN M 3775
			   RENAULT TRUCKS RLD-3
			   VOLVO VDS-4.5
			   CNH MAT 3509
			   CASE MS 1230
			   JCMA HK 46L
			   CATERPILLAR ECF-2
			   CATERPILLAR ECF-3
			   CATERPILLAR HYDO ADVANCED 10
			   CATERPILLAR HYDO ADVANCED 30
			   CATERPILLAR TO-4
			   CATERPILLAR SATO

   
 
 


