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Pink colored PSi-OAT universal-coolant, free of nitrite, amine and borate, based on phosphate, silicate and salts 
of organic acids with BASF Glysantin® G65® co-branding.

Description
CLASSIC KOLDA UE G65® is a pink-colored, silicate-containing and phosphate-containing antifreeze based 
on phosphate, silicate and organic acid salts (PSi-OAT technology) as well as ethylene glycol. After mixing 
with water, it provides an excellent frost-proof cooling liquid as well as outstanding protection against cavitati-
on for all modern heavy duty diesel engine. CLASSIC KOLDA UE G65® is nitrite-, amine- and borate-free.

Application
Before adding CLASSIC KOLDA UE G65® to the cooling circuit, it should be mixed with water to a concen-
tration of 33 to 60 vol. %. For the preparation of the anti-freeze solution, use only clean water that is not too 
hard, preferably distilled or deionized water. The analytical values of the water must not exceed the following 
threshold values:

Water hardness: 0-20° dGH (0-3.6 mmol/l) 
Chloride concentration: max. 100 ppm
Sulphate concentration: max. 100 ppm.

Since the application advantages of this radiator protection agent are achieved only by the use of 
CLASSIC KOLDA UE G65® alone, mixing with other silicate- and phosphate-containing radiator protection 
agents is not recommended. Mixing with coolants that do not conform to the PSi-OAT technology is strongly 
discouraged.

Product data

Properties Unit UE G 65®*

Density 20 °C g/cm³ 1.126

pH pH  8,5

Viscosity mm²/s 28

Pourpoint °C -13

Boiling point °C  160

Flashpoint (COC) °C  120

* are average values and may vary in the framework of the standard.

Glysantin® and G65® are trademarks of 
BASF SE.



www.classic-oil.de

P
R

O
D

U
C

T
IN

F
O

R
M

A
T

IO
N CLASSIC KOLDA UE G65®

Quality Level
AS 2108-2004				   ASTM D 3306
ASTM D 4985				   BS6580:2010
CUNA NC 956-16			   PN-C4007:2000
SAE J1034				    ÖNORM V 5123			 
SANS 1251:2005			   China GB 29743-2013

Performance
Audi (TL-774-L)				    Bentley (TL 774-L)
Bugatti (TL 774-L)			   Porsche (TL 774-L)
Seat (TL 774-L)				    Skoda (TL 774-L)
Volkswagen (TL 774-L)			   Lamborghini (TL 774-L) 	
Deutz DQC CC-14			 

Mixing table

Anti-freeze agent Water Frost protection to

1 2 Min. -18°C
2 3 Min. -25°C
1 1 Max. -38°C

Status March 2023


